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Figure 1: An inventive process to make 1,1,1,2,3-

pentachloropropane
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Figure 2: An inventive process to make 1,1,2,3-

tetrachloropropene.
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Figure 3: An inventive process to make 1,1,2,3-

tetrachloropropene

A synergistic HCC1230xa process

] - hydrogen chiovide product S

condensing

wne

separation
FONE

well-roixed
reaction zone

g hydrogen chioride product™,

condensing
Zone

separation
zane

o B» crude 1,1,2,3-tetrachlocopropene produ};}f:z

\ rRactive

) distillation

{equipment
well-mixed
! reaction zone
v .
N Liquid reactor purge
o P B S
3 )




U.S. Patent Sep. 22, 2015 Sheet 4 of 6 US 9,139,495 B2

Figure 4: An inventive process to make 1,1,2,3-tetrachloroprepene
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Figure 5: Results of Examples 2-4.
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Figure 6: Lab Equipment for Continuous HCC240db Reaction
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1
METHODS OF MAKING CHLORINATED
HYDROCARBONS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation application of U.S. Non-
Provisional application Ser. No. 14/081,377, filed on Nov. 15,
2013, which is a continuation application of U.S. Non-Pro-
visional application Ser. No. 13/588,240, filed Aug. 17,2012,
which is a divisional application of U.S. Non-Provisional
application Ser. No. 13/272,561, filed Oct. 13, 2011, which is
a divisional application of U.S. Non-Provisional application
Ser. No. 12/337,409, filed Dec. 17, 2008, which claims the
benefit of U.S. Provisional Application No. 61/014,981, filed
Dec. 19, 2007, the entire disclosure of each is hereby incor-
porated by reference in its entirety.

TECHNICAL FIELD

This invention relates to methods of manufacturing chlo-
ropropenes and chloropropanes, and more particularly to the
manufacture of 1,1,2,3-tetrachloropropene and 1,1,1,2,3-
pentachloropropane.

BACKGROUND

Chlorinated hydrocarbons are useful as feedstocks for the
manufacture of refrigerants, polyurethane blowing agents,
biocides, and polymers. 1,1,2,3-Tetrachloropropene, for
example, is a commercially available product used as a feed-
stock for the herbicide Triallate (S-(2,3,3-trichloro-2-prope-
nyl)bis(1-methylethyl)carbamothioate). 1,1,1,2,3-Pen-
tachloropropane can be used as an intermediate for the
manufacture of 1,1,2,3-tetrachloropropene. Methods for
manufacturing 1,1,2,3-tetrachloropropene are described in
the art, including in U.S. Pat. No. 4,535,194 and U.S. Pat. No.
4,650,914.

SUMMARY

The present application describes novel methods of mak-
ing chlorinated hydrocarbons such as 1,1,2,3-tetrachloropro-
pene and 1,1,1,2,3-pentachloropropane. These chlorinated
hydrocarbons can be used, for example, as feedstocks to
produce fluorocarbons. The 1,1,1,2,3-pentachloropropane
may be used as an intermediate to produce 1,1,2,3-tetrachlo-
ropropene. The methods can provide for improved efficiency
and provide for synergy in combinations of chemical reac-
tions.

In one embodiment, the systems and methods disclosed
herein include a process of making 1,1,1,2,3-pentachloropro-
pane, the process comprising heating 1,1,1,3-tetrachloropro-
pane in the presence of ferric chloride and chlorine to produce
1,1,1,2,3-pentachloropropane.

In another embodiment, the systems and methods dis-
closed herein include the manufacture of 1,1,2,3-tetrachloro-
propene, including dehydrochlorinating 1,1,1,2,3-pentachlo-
ropropane in a reaction zone in the presence of ferric chloride
to produce 1,1,2,3-tetrachloropropene and hydrogen chlo-
ride, wherein the 1,1,2,3-tetrachloropropene and the hydro-
gen chloride are substantially continuously removed from the
reaction zone as they form, via distillation.

In another embodiment, the systems and methods dis-
closed herein include a process for the manufacture of 1,1,2,
3-tetrachloropropene, including (i) reacting 1,1,1,3-tetra-
chloropropane with chlorine in the presence of ferric chloride
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to produce crude 1,1,1,2,3-pentachloropropane; (ii) feeding
crude 1,1,1,2,3-pentachloropropane into a reaction zone, to
transform the crude 1,1,1,2,3-pentachloropropane into 1,1,2,
3-tetrachloropropene and hydrogen chloride by dehydrochlo-
rination, wherein the 1,1,2,3-tetrachloropropene and hydro-
gen chloride are removed from the reaction zone during the
course of the dehydrochlorination reaction, the feeding and
removal preferably being performed substantially continu-
ously; and (iii) collecting 1,1,2,3-tetrachloropropene.

In another embodiment, the systems and methods dis-
closed herein include the manufacture of 1,1,2,3-tetrachloro-
propene, including (i) reacting carbon tetrachloride with eth-
ylene in the presence of iron chlorides, iron metal, and a
trialkylphosphate in a first reaction zone to produce reactor
effluent containing 1,1,1,3-tetrachloropropane; (ii) distilling
said reactor effluent to produce an overhead stream and a
bottom stream, the overhead stream comprising a crude 1,1,
1,3-tetrachloropropane solution comprising unreacted car-
bon tetrachloride and zero or more low-boiling contaminants,
and the bottom stream comprising 1,1,1,3-tetrachloropro-
pane, iron metal, iron compounds, one or more phosphorus-
containing catalyst components, and high-boiling byprod-
ucts; (iii) reacting in a second reaction zone the overhead
stream with chlorine in the presence of ferric chloride to
produce crude liquid 1,1,1,2,3-pentachloropropane; (iv)
feeding crude product from (iii) to a third reaction zone,
which is part of a reactive distillation process, the reactive
distillation process equipment comprising a reaction zone, a
separation zone, and a condensing zone, to transform the
crude 1,1,1,2,3-pentachloropropane into hydrogen chloride
and 1,1,2,3-tetrachloropropene, wherein the hydrogen chlo-
ride and 1,1,2,3-tetrachloropropene are continuously
removed from the reaction zone, and (v) recovering purified
1,1,2,3-tetrachloropropene product.

In another embodiment, the systems and methods dis-
closed herein include the manufacture of 1,1,2,3-tetrachloro-
propene, including: (i) reacting carbon tetrachloride with eth-
ylene in the presence of iron chlorides, iron metal, and
trialkylphosphate to produce a reactor effluent comprising
1,1,1,3-tetrachloropropane; (ii) distilling said reactor effluent
to produce an overhead stream and a bottom stream, the
overhead stream comprising a first crude 1,1,1,3-tetrachloro-
propane solution containing unreacted carbon tetrachloride
and zero or more low-boiling contaminants, and the bottom
stream comprising 1,1,1,3-tetrachloropropane, iron com-
pounds, one or more phosphorus-containing catalyst compo-
nents, and high-boiling byproducts; (iii) distilling the first
crude 1,1,1,3-tetrachloropropane solution from ii) to produce
a substantially pure carbon tetrachloride stream, comprising
more than 90 weight percent (wt %) carbon tetrachloride, and
a second crude 1,1,1,3-tetrachloropropane solution compris-
ing no more than 10 wt % carbon tetrachloride; (iv) recycling
aportion of the substantially pure carbon tetrachloride stream
from (iii) to the reactor (i); (v) reacting the second crude
1,1,1,3-tetrachloropropane solution from iii) with chlorine in
the presence of ferric chloride under conditions effective to
produce a reactor effluent containing 1,1,1,2,3-pentachloro-
propane and ferric chloride; (vi) continuously feeding reactor
effluent from (v) to a reactive distillation process, the reactive
distillation process equipment comprising a reaction zone, a
separation zone, and a condensing zone, to transform the
crude 1,1,1,2,3-pentachloropropane into hydrogen chloride
and 1,1,2,3-tetrachloropropene, wherein the hydrogen chlo-
ride and 1,1,2,3-tetrachloropropene are continuously
removed from the reaction zone, and (vii) recovering 1,1,2,
3-tetrachloropropene product.
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One or more of the following features may be included in
the embodiments:

the 1,1,1,3-tetrachloropropane, ferric chloride and chlo-
rine may be heated in a liquid mixture with carbon tetrachlo-
ride;

the carbon tetrachloride may be present in an amount up to
about 50 wt % of the reaction mixture, preferably in an
amount from 3 to 30 wt % of the reaction mixture;

the ferric chloride may be present in a catalytic amount,
such as in a range of from about 10 to about 1000 ppm, for
example about 10 to about 1000 ppm or about 30 to about
1000 ppm or about 50 ppm to about 1000 ppm;

the reaction temperature may be from about 40° C. to about
120° C., and the reaction pressure may be in the range from
about 1-300 psig;

the process may be a continuous process, and the 1,1,1,3-
tetrachloropropane and chlorine may be continuously fed into
a reaction zone containing ferric chloride; the ferric chloride
may be continuously fed into a reaction zone, or periodically
fed into a reaction zone; the 1,1,1,3-tetrachloropropane and
chlorine may be introduced with a feed ratio of from about 0.9
to about 1.1 mole chlorine per mole tetrachloropropane;

the ferric chloride may be fed into a reaction zone at least
once per 0.5 to 3 liquid turnovers (wherein one turnover is the
time calculated as the ratio of liquid inventory in the reactor to
the liquid flow rate out of the reactor);

addition of reagents and removal of products may be per-
formed continuously, substantially continuously, or batch-
wise periodically.

One or more of the following additional features may also
be included in the embodiments:

at least a portion of the process may occur in equipment
comprising a reaction zone, a separation zone, and a condens-
ing zone; the separation zone may include a distillation com-
ponent;

hydrogen chloride may be a coproduct of the process and
may be removed from the reaction zone through a separation
zone and a condensing zone; the hydrogen chloride coproduct
exiting the reaction zone contains impurities, such as one or
more of 1,1,3-trichloropropene or carbon tetrachloride; the
carbon tetrachloride and/or 1,1,3-trichloropropene are
recycled into the reaction zone via the condensing zone; the
separation zone comprises an empty tube or a tube containing
packing or other structure suitable for promoting vapor-liquid
contacting, and the condensing zone comprises a vessel suit-
able for causing some of the components of the hydrogen
chloride stream, such as 1,1,3-trichloropropene or carbon
tetrachloride, to condense as a liquid; crude 1,1,1,2,3-pen-
tachloropropane may be continuously removed from the
reaction zone; 1,1,1,2,3-pentachloropropane may be dehy-
drochlorinated to produce 1,1,2,3-tetrachloropropene, and
the crude 1,1,1,2,3-pentachloropropane reactor effluent may
be dehydrochlorinated directly, without prior purification and
without added catalysts or reagents; and the 1,1,2,3-tetrachlo-
ropropene product may be substantially free of 2,3,3,3-tetra-
chloropropene.

In some embodiments, the methods provide for fewer pro-
cessing steps than was disclosed in the art. In some embodi-
ments, the methods avoid the use of certain reagents that were
disclosed in the art methods. In some embodiments, the meth-
ods reduce the waste streams produced relative to the art
methods.

The details of one or more embodiments of the invention
are set forth in the accompanying drawings and the descrip-
tion below. Other features, objects, and advantages of the
invention will be apparent from the description and drawings,
and from the claims.
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DESCRIPTION OF DRAWINGS

FIG. 1 shows a continuous process to produce 1,1,1,2,3-
pentachloropropane from a feedstock containing 1,1,1,3-tet-
rachloropropane.

FIG. 2 shows a continuous process for the manufacture of
1,1,2,3-tetrachloropropene from a feedstock containing 1,1,
1,2,3-pentachloropropane.

FIG. 3 shows a two-step continuous process to make 1,1,
2,3-tetrachloropropene from feedstocks containing 1,1,1,3-
tetrachloropropane and chlorine.

FIG. 4 shows a three-step continuous process to make
1,1,2,3-tetrachloropropene from ethylene, carbon tetrachlo-
ride, and chlorine feedstocks.

FIG. 5 is a graph depicting the rate of formation of 1,1,2,
3-tetrachloropropene versus time, in connection with
Examples 2-4.

FIG. 6 depicts the lab equipment used in an Exemplary
continuous process to produce 1,1,1,2,3-pentachloropro-
pane.

Like reference symbols in the various drawings indicate
like elements.

DETAILED DESCRIPTION
1. Processes for Producing
1,1,1,3-tetrachloropropane
In some embodiments, 1,1,1,3-tetrachloropropane is pro-
duced as described in one of US20040225166A1,

US2003000648709, or US20040027520, the contents of
each of which is hereby incorporated by reference.

US20040225166A1 describes a process for the synthesis
of'1,1,1,3-tetrachloropropane in which a fraction of the cata-
lyst and cocatalyst are separated after the reaction and
recycled wherein the reaction mixture is distilled in a catalyst
recovery unit resulting in the formation of “overhead frac-
tion”. This overhead fraction contains 1,1,1,3-tetrachloropro-
pane and unreacted carbon tetrachloride, and some other
components such as unreacted ethylene, or byproducts per-
chloroethylene, 1,2-dichloroethane, 1-chlorobutane, chloro-
form, or trichloropropene. The overhead fraction as described
in US20040225166A1 can be further processed in methods
and processes described herein, for example, conversion of
the 1,1,1,3-tetrachloropropane into 1,1,1,2,3-pentachloro-
propane.

In some embodiments, the overhead fraction from the cata-
lyst recovery unit as described in US20040225166A1 can be
separated to produce both a stream containing an enhanced
concentration of 1,1,1,3-tetrachloropropane and a stream
containing an enhanced concentration of carbon tetrachlo-
ride. In this case, the recovered carbon tetrachloride and the
relatively low-boiling byproducts contained therein can be
partially recycled to a 1,1,1,3-tetrachloropropane reaction,
for example, a reaction described in US20040225166A1. A
small amount of the carbon tetrachloride can be purged from
the system, for example, as waste, or as a feedstock for other
processes. The purging of the carbon tetrachloride can be
effected to control the concentration of low-boiling materials
in the 1,1,1,3-tetrachloropropane reactor.

In some embodiments, the process producing 1,1,1,3-tet-
rachloropropane can produce a product that contains up to
about 50 wt % carbon tetrachloride, for example, from about
3 to about 30 wt %, together with small amounts (e.g., less
than about 5 wt % total) of materials such as perchloroethyl-
ene, 1,2-dichloroethane, 1-chlorobutane, chloroform, or
trichloropropene. In general, the 1,1,1,3-tetrachloropropane
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product does not contain more than trace quantities (e.g., less
than 1000 ppm each) of water or tributylphosphate or trialky-
Iphosphate.

In some preferred embodiments 1,1,1,3-tetrachloropro-
pane is produced by the reaction of carbon tetrachloride with
ethylene in the presence of a catalyst as follows. Carbon
tetrachloride (CCl,) and ethylene are reacted in the presence
of'iron metal, iron chlorides, and a trialkyl phosphate, such as
tributylphosphate (TBP), to produce 1,1,1,3-tetrachloropro-
pane in a continuous or batch process. Excess carbon tetra-
chloride is fed into the reaction mixture, so that the product
liquid contains unreacted carbon tetrachloride. The product
liquid is distilled, producing an overhead mixture of carbon
tetrachloride and 1,1,1,3-tetrachloropropane, and a bottoms
mixture containing catalyst components (the iron and phos-
phorus containing species), 1,1,1,3-tetrachloropropane, and
high-boiling byproducts.

In general, the term “batch process” refers to a mode of
carrying out a chemical process in which the process begins
with the reagents which are reacted under suitable reaction
conditions for a suitable time and converted to product. The
process is then terminated, and the reaction mixture contain-
ing the product is collected. The reaction mixture is typically
further processed in order to isolate and/or purify the product
from unreacted starting materials. On the other hand, the term
“continuous process” refers to a mode of carrying out a
chemical process in which, once the process has been estab-
lished, reagents are added to a vessel in which reaction is
occurring and products are simultaneously removed. Ideally,
a continuous process may be operated to convert a substan-
tially continuous stream of starting materials into a substan-
tially continuous stream of products. “Substantially continu-
ously” or “substantially continuous” when referring to
addition of reagents, removal of products or other operations
(such as heating, cooling, agitating, etc) performed as a part
of chemical processes mean that the operation is carried out
over a period of time during the course of the process, in
contrast to batch-wise or periodic performance of such opera-
tions. The terms are not meant, however, to exclude the pos-
sibility of periodic interruption in the operation.

The bottoms mixture is generally partly recycled to the
1,1,1,3-tetrachloropropane reactor, and partly purged (e.g., in
some instances, the purging can control catalyst degradation
and high-boils concentration in the system). The term “high-
boils” as used herein refers to materials that either are not
volatile, or have normal boiling points higher than that of a
preferred product, such as 1,1,1,3-tetrachloropropane. The
normal boiling point of 1,1,1,3-tetrachloropropane is about
155 to 160° C. The overhead mixture of CCl, and 1,1,1,3-
tetrachloropropane can be sent without further purification to
a subsequent reaction step. Alternatively, some or most e.g.,
0-100%, of the carbon tetrachloride can be separated from the
1,1,1,3-tetrachloropropane, and some or most of the carbon
tetrachloride can be recycled to the 1,1,1,3-tetrachloropro-
pane reactor, while the 1,1,1,3-tetrachloropropane is sent to
the next reaction step. It is preferred that the mixture going to
the next reaction step should contain from 3 to 30 wt % carbon
tetrachloride, so that any excess over this amount may be
separated and recycled or purged.

2. Processes for Producing
1,1,1,2,3-pentachloropropane

1,1,1,2,3-Pentachloropropane may be formed by a process
wherein 1,1,1,3-tetrachloropropane is reacted with chlorine
in the presence of ferric chloride catalyst to produce 1,1,1,2,
3-pentachloropropane and hydrogen chloride.
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Without wishing to be bound by theory, it is believed that
the 1,1,1,3-tetrachloropropane is dehydrochlorinated, in the
presence of ferric chloride, producing 1,1,3-trichloropropene
as an intermediate in situ, which adds chlorine in a reaction
also catalyzed by ferric chloride, to produce 1,1,1,2,3-pen-
tachloropropane as shown below. The present process, how-
ever, is generally carried out in one chemical operation, with-
out the intermediate isolation or purification of 1,1,3-
trichloropropene prior to the reaction which forms 1,1,1,2,3-
pentachloropropane, although unreacted 1,1,3-
trichloropropene may be collected and recycled into the
process. Preferably the crude product from the process con-
tains a ratio of at least 1.5:1 by weight of'1,1,1,2,3-pentachlo-
ropropane to 1,1,3-trichloropropene, more preferably at least
about 2:1, 3:1, 5:1, 9:1, 10:1, 100:1, 1000:1, or 5000:1 or
greater.

FeCl

CClL—CH,—CH,Cl ——» CClL=CH—CH,Cl + HCl
FeCl

CCL=CH—CH,Cl + Cl, ——» CCly—CHCl—CH,CI

Further dehydrochlorination catalyzed by ferric chloride
can result in formation of 1,1,2,3-tetrachloropropene as a
desirable byproduct formed according to the following
scheme:

FeCl
CCl—CHCI—CH,Cl ——» HCI + CClL=CCI—CH,CI

The 1,1,1,3-tetrachloropropane feedstock used as starting
material for this process can generally be obtained by any
convenient method. In some embodiments, the 1,1,1,3-tetra-
chloropropane feedstock may contain up to about 50 wt %
carbon tetrachloride, and up to 5 wt % total of chlorinated
hydrocarbons such as perchloroethylene, chloroform, 1,2-
dichloroethane, chlorobutane, trichloropropene, etc. The 1,1,
1,3-tetrachloropropane feedstock used generally does not
contain more than 1000 ppm each of water, trialkylphosphate,
alcohols, or other materials that strongly bind with or deacti-
vate Lewis acid catalysts such as ferric chloride. The total
amount of such deactivating compounds is preferably less
than 1000 ppm by weight. The chlorine feedstock is generally
substantially pure and dry; it contains less than about 0.5 wt %
water, and more preferably less than 0.05 wt % water. The
ferric chloride catalyst is generally anhydrous, containing no
more than 3 wt % water. The ferric chloride catalyst is gen-
erally handled as a solid.

The reaction is generally performed by heating a reaction
mixture containing 1,1,1,3-tetrachloropropane, ferric chlo-
ride and chlorine to produce 1,1,1,2,3-pentachloropropane.
The reaction mixture may further contain carbon tetrachlo-
ride, for example in an amount up to about 50 wt % of the
reaction mixture, for example from about 3 to about 30 wt %.
The ferric chloride is preferably present in the mixture in a
catalytic amount, preferably 25000 ppm or lower, for
example about 5000 ppm, 2000 ppm, or 1000 ppm or lower.
The ferric chloride may be present in an amount in the range
of from about 10 to about 25000 ppm, from about 20 to about
5000 or about 20 to about 10000 ppm, from about 30 to about
2000 ppm, from about 30 to about 1000 ppm, or from about
50to about 2000 ppm, or from about 50 to about 1000 ppm for
example.
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In some embodiments at least a portion of the process is
performed in equipment which includes a reaction zone, a
separation zone and a condensing zone.

Hydrogen chloride is a coproduct of the process. In some
embodiments, the hydrogen chloride coproduct is removed
from the reaction zone through a separation zone and a con-
densing zone. When the hydrogen chloride exits the reaction
zone it may contain impurities, for example 1,1,3-trichloro-
propene and/or carbon tetrachloride. In some embodiments
of the process, the separation zone may comprise an empty
tube or a tube containing packing or other structure suitable
for promoting vapor-liquid contacting, and the condensing
zone may comprise a vessel suitable for causing some of the
components of the hydrogen chloride stream, such as 1,1,3-
trichloropropene or carbon tetrachloride, to condense as a
liquid. In some embodiments of the process, the hydrogen
chloride exiting the reaction zone contains 1,1,3-trichloro-
propene and/or carbon tetrachloride and 1,1,3-trichloropro-
pene and/or carbon tetrachloride are recycled into the reac-
tion zone via the condensing zone.

In some embodiments of the process, the reaction tempera-
ture for the reaction to form 1,1,1,2,3-pentachloropropane is
in a range from about 40° C. to about 120° C.

In some embodiments of the process, the reaction pressure
is in a range from about 1 to about 300 psig.

The 1,1,1,2,3-pentachloropropane can be produced in a
semi-batch or continuous process.

For a semi-batch process, 1,1,1,3-tetrachloropropane lig-
uid feedstock is generally placed with ferric chloride solid in
a vessel equipped with means for agitation and temperature
control. The mixture is generally heated and agitated at a
temperature between 40° C. and 120° C., while chlorine gas
is introduced below the surface of the liquid at a rate low
enough that the reaction temperature remains controllable,
and high enough to consume a substantial fraction of the
1,1,3-trichloropropene intermediate as it forms.

In a semi-batch operation, the various process conditions
should be regulated so as to keep the 1,1,3-tetrachloropropene
concentration in the liquid below about 20 wt % at all times
during the reaction. In a continuous operation, the various
process conditions should be regulated to keep the steady-
state 1,1,3-tetrachloropropene concentration in the liquid
below about 5 wt %.

The hydrogen chloride coproduct of the process forming
1,1,1,2,3-pentachloropropane is generally allowed to escape
the reactor, for example, through a pressure control valve. The
pressure is optionally controlled at from 0 to 300 psig, and
more preferably from 2 to 100 psig. In some embodiments,
the hydrogen chloride-containing stream is cooled to con-
dense organic materials such as carbon tetrachloride or 1,1,
3-trichloropropene, and return these materials to the reactor.

When the process is performed in semi-batch mode, it is
not required to exactly match the rate of chlorine feed to the
rate of 1,1,3-trichloropropene production, but in some pre-
ferred embodiments, the rates are set to substantially match.
The rate of chlorine feed may be directly controlled. The rate
of 1,1,3-trichloropropene production may be indirectly con-
trolled, and may vary with time. The rate of 1,1,3-trichloro-
propene production may be influenced by the concentration
of ferric chloride catalyst and the temperature. If too much
chlorine is fed relative to the rate of 1,1,3-trichloropropene
production, then unreacted chlorine can exit the reactor with
hydrogen chloride coproduct. If too little chlorine is fed rela-
tive to the rate of 1,1,3-trichloropropene production, then a
relatively high concentration of 1,1,3-trichloropropene can
build up in the reactor. This material can be consumed by
continued addition of chlorine. But high concentrations of
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1,1,3-trichloropropene may be somewhat undesirable, as this
condition can produce higher levels of high-boiling undesir-
able byproducts. In semi-batch mode, the rate of chlorine feed
should preferably be controlled to limit the concentration of
1,1,3-trichloropropene in the reactor liquid to between about
0.03 and 20 wt % at any time during the reaction, and more
preferably between 0.03 and 10 wt %.

Depending on the temperature and ferric chloride activity,
and the chlorine feed rate, the semi-batch process can take, for
example, from about 0.5 to about 24 hours to complete.
Completion is generally marked by conversion of more than
90% ofthe 1,1,1,3-tetrachloropropane fed to products, and by
conversion of more than 90% of the resulting 1,1,3-trichlo-
roropropene to products.

For a continuous process, 1,1,1,3-tetrachloropropane lig-
uid feedstock and chlorine gas are generally fed substantially
continuously to a reactor equipped with means for agitation
and temperature control. Hydrogen chloride coproduct is
taken out continuously, optionally via a pressure control
valve. In some embodiments, the hydrogen chloride-contain-
ing stream is cooled so that condensed organic materials such
as 1,1,3-trichloropropene and carbon tetrachloride may be
returned to the reactor. The liquid product can be taken out
continuously, for example via such conventional means as a
level-controlled pump, etc. In some preferred embodiments,
the chlorine gas is sparged into the liquid.

Ferric chloride can be added substantially continuously or
periodically. If the ferric chloride is added periodically, then
a fixed amount is generally be added at least once per 0.5 to
three turnovers of the reactor liquid, where turnover time is
calculated as follows. The liquid reactor effluent flow rate is F
[liters/hr]|, and the inventory of liquid in the reactor is V
[liters]; which provide the turnover time as T [hr]=V/F. Reac-
tor liquid temperature is generally maintained between 40° C.
and 120° C. Reactor pressure is generally maintained
between 0O psig and 300 psig. Turnover time is generally
between 0.5 hour and 24 hours. Ferric chloride concentration
in the reactor liquid is generally in the range from about 30
ppm to about 1000 ppm, for example from about 30 ppm and
about 1000 ppm, by weight. The chlorine/1,1,1,3-tetrachlo-
ropropane feed ratio is preferably about 0.90to 1.10 mol/mol,
and more preferably between 1.01 and 1.05 mol/mol.

Without wishing to be bound by any theory, it is believed
that careful control of the chlorine/1,1,1,3-tetrachloropro-
pane feed ratio is useful for at least two reasons. First, if too
little chlorine is fed, then excessive amounts of compounds
containing six carbon atoms can be formed. It may be that
such six-carbon compounds form by the reaction of two
three-carbon molecules, such as two 1,1,3-trichloropropene
molecules. Second, iftoo much chlorine is fed, then excessive
amounts of overchlorinated materials can be formed. Both of
these circumstances could result in unwarranted consumption
of'valuable materials and production of unnecessary amounts
of waste.

In some embodiments, the 1,1,1,3-tetrachloropropane
feedstock contains from about 0.0 wt % to about 50 wt %
carbon tetrachloride. It is preferable that the 1,1,1,3-tetra-
chloropropane feedstock should contain from 3 to 30 wt %
carbon tetrachloride.

The reactor can be operated so as to produce very low
concentrations of 1,1,3-trichloropropene in the effluent, for
example, less than 3 wt %, or so as to produce considerable
amounts, say, more than 3 wt %. If the intended application
for the 1,1,3-trichloropropene is to make 1,1,1,2,3-pentachlo-
ropropane, then it is preferable to operate the reactor so as to
produce very low concentrations of 1,1,3-trichloropropene in
the liquid reactor effluent, and to return nearly all of the
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1,1,3-trichloropropene contained in the hydrogen chloride
vent stream to the reactor. If there are other desirable appli-
cations for 1,1,3-trichloropropene, then the reactor may be
operated so as to produce both 1,1,3-trichloropropene, recov-
erable from the reactor vent stream, and 1,1,1,2,3-pentachlo-
ropropane, contained in the reactor liquid effluent stream. It is
preferable in all cases to maintain low concentrations of 1,1,
3-trichloropropene in the liquid reactor effluent.

The desired product produced by the processes described
above is crude 1,1,1,2,3-pentachloropropane liquid. In some
embodiments, the product also contains ferric chloride cata-
lyst, and small amounts of one or more of unreacted 1,1,1,3-
tetrachloropropane, 1,1,3-trichloropropene intermediate, 1,1,
2,3-tetrachloropropene byproduct. In some embodiments, the
crude product includes a small amount of undesired byprod-
ucts such as hexachloropropane. Optionally, the crude 1,1,1,
2,3-pentachloropropane liquid further purified. The concen-
tration of 1,1,1,2,3-pentachloropropane in the crude liquid is
generally higher than 50 wt %. In some embodiments, the
crude liquid contains up to about 30 wt % carbon tetrachlo-
ride. The concentration of 1,1,1,3-tetrachloropropane in the
crude 1,1,1,2,3-pentachloropropane product is generally
lower than about 5 wt %. In some embodiments of the pro-
cess, crude 1,1,1,2.3-pentachloropropane is removed from
the reaction zone. In some embodiments of the process, crude
1,1,1,2,3-pentachloropropane is removed from the reaction
zone periodically. In some embodiments of the process, crude
1,1,1,2,3-pentachloropropane is removed from the reaction
zone substantially continuously.

FIG. 1 depicts an exemplary process of making 1,1,1,2,3-
pentachloropropane (HCC240db). As shown in FIG. 1, 1,1,
1,3-tetrachloropropane, carbon tetrachloride, ferric chloride,
and chlorine are fed into a reaction zone. The reaction is
maintained at a temperature such that at least a portion of the
reaction and products move into the separation and/or con-
densing zone. At least a portion of the hydrogen chloride
product is removed by exiting the condensing zone. The
1,1,1,2,3-pentachloropropane product is removed from the
reaction zone in a liquid effluent.

3. Processes for Producing
1,1,2,3-tetrachloropropene

1,1,2,3-Tetrachloropropene may be formed by a process in
which 1,1,1,2,3-pentachloropropane is dehydrochlorinated
in the presence of ferric chloride catalyst to produce 1,1,2,3-
tetrachloropropene product and hydrogen chloride coprod-
uct.

FeCl
CClL—CHCl—CH,Cl ——» CClL,=CCl—CH,Cl + HCI

The 1,1,1,2,3-pentachloropropane used for the preparation
of'1,1,2,3-tetrachloropropene may be prepared by one of the
aforementioned processes for preparing 1,1,1,2,3-pentachlo-
ropropane. In some embodiments, the crude 1,1,1,2,3-pen-
tachloropropane reactor effluent from a reactor in which 1,1,
1,2,3-pentachloropropane is formed is dehydrochlorinated
directly, without prior purification and without added cata-
lysts or reagents.

In some embodiments, the 1,1,2,3-tetrachloropropene
product is substantially free of 2,3,3,3-tetrachloropropene.
The aforementioned ferric chloride-catalyzed dehydrochlo-
rination may avoid the use of sodium hydroxide or aqueous
alkali for dehydrochlorination of 1,1,1,2,3-pentachloropro-
pane.
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Purified 1,1,1,2,3-pentachloropropane or crude 1,1,1,2,3-
pentachloropropane that contains ferric chloride catalyst is
generally fed to a reactive distillation system. Alternatively,
or in addition, ferric chloride may be separately added to the
system. This would certainly be necessary if purified 1,1,1,2,
3-pentachloropropane is employed as feedstock.

Ferric chloride may be added during the course of the
reaction and such addition can be continuous or periodic.
When ferric chloride is added, the ferric chloride may be
added to the process periodically. For example, ferric chloride
may be fed into the reaction zone at least once per 0.5 to 3
liquid turnovers, and wherein one turnover is the time calcu-
lated as the ratio of liquid inventory in the reactor to the liquid
flow rate out of the reactor. Alternatively, the ferric chloride
may be added continuously. The amount of ferric chloride
maintained in the reaction zone is preferably a catalytic
amount, for example about 50000 ppm or lower. The ferric
chloride may be present in an amount in the range of from
about 10 to about 50000 ppm, from about 100 to about 25000
ppm, or from about 1000 to about 20000 ppm, for example. In
some embodiments, during the course of the reaction an
amount in the range from about 30 to about 20000 ppm by
weight, for example about 1000 to about 20000 ppm, of ferric
chloride is maintained in the reaction zone.

A process for the preparation of 1,1,2,3-tetrachloropro-
pene may use reactive distillation. In general such a process
includes dehydrochlorinating 1,1,1,2,3-pentachloropropane
in a reaction zone in the presence of ferric chloride to produce
1,1,2,3-tetrachloropropene and hydrogen chloride, wherein
the 1,1,2,3-tetrachloropropene and the hydrogen chloride are
removed from the reaction zone by distillation during the
course of the dehydrochlorination reaction, for example
being removed as they form, continuously or substantially
continuously. Preferably, unpurified product liquid from the
1,1,1,2,3-pentachloropropane reactor, which already con-
tains ferric chloride catalyst, is fed continuously to a reactive
distillation system. The system can be equipped with a reac-
tion Zone, a separation zone, and a condensing zone. The feed
enters the reaction zone, which is generally located below the
separation zone. The liquid in the reaction zone is heated and
agitated. Any means for providing agitation and heat can be
used. For example, the agitation can be provided via pumped
circulation loops, or by stirring. Heat can be provided through
a jacket on the vessel, or by internal heat exchangers, or by
external heat exchangers. Preferably, the reactor liquid does
not contain more than 1000 ppm each of water, trialkylphos-
phate, alcohols, or other materials that strongly bind with or
deactivate Lewis acid catalysts such as ferric chloride. The
total of such deactivating compounds is generally less than
1000 ppm by weight. Optionally, means for adding more
ferric chloride catalyst are included. Such addition can be
continuous or periodic.

The reactive distillation system may be operated in a con-
tinuous process wherein reagent addition and product
removal are performed at the same time.

When the process is performed as a continuous process, a
reagent solution comprising 1,1,1,2,3-pentachloropropane
and ferric chloride may be introduced periodically or substan-
tially continuously into the reaction zone. The reagent solu-
tion may be a crude, partially purified or purified product
from the above-described processes of preparing 1,1,1,2,3-
pentachloropropane. The reagent solution used for the syn-
thesis of 1,1,2,3-tetrachloropropene may further contain one
or more of carbon tetrachloride, 1,1,3-trichloropropene, 1,1,
1,3-tetrachloropropane, or hexachloropropane. The reaction
zone may be substantially free of sodium hydroxide or aque-
ous sodium hydroxide.
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In the reactive distillation system, products may be
removed from the liquid reaction mixture reaction zone as
well as by distillation.

In some embodiments, the liquid reaction mixture, which
comprises unreacted 1,1,1,2,3-pentachloropropane, ferric
chloride, non-volatile material, and high-boiling by-prod-
ucts, is removed from the reaction zone. The liquid reaction
mixture may be removed continuously or substantially con-
tinuously from the reaction zone. Alternatively, the liquid
reaction mixture may be removed periodically. The unreacted
1,1,1,2,3-pentachloropropane contained in the liquid reaction
mixture removed from the reaction zone may be substantially
separated from other components and recycled into the reac-
tion zone.

Generally, two product streams exit the reactive distillation
system. The bottom stream continuously or periodically
removes high-boiling or non-boiling materials such as unre-
acted 1,1,1,2,3-pentachloropropane, hexachloropropane,
pentachlorohexene, hexachlorohexane, and ferric chloride.
The overhead stream continuously removes 1,1,2,3-tetra-
chloropropene product, hydrogen chloride, and, in some
embodiments, unreacted 1,1,1,2,3-pentachloropropane, 1,1,
1,3-tetrachloropropane, and 1,1,3-trichloropropene. The
overhead stream generally removes carbon tetrachloride, if
such is present in the feed.

The reactive distillation is generally performed using reac-
tive distillation equipment which includes a reaction zone, a
separation zone, and a condensing zone. The separation zone
is generally positioned vertically above the reaction zone. In
a simple embodiment, the separation could comprise a tube.
In some embodiments, however, the separation zone may
contain a surface, for example packing material or other
structures, suitable for promoting efficient contact of vapor
and liquid streams. The separation zone therefore promotes
separation of more volatile and less volatile components of
the reaction mixture.

The liquid in the reaction zone contains the ferric chloride
catalyst, most of the unreacted pentachloropropane, and some
of the reaction products. The dehydrochlorination reaction
generally occurs in the reaction zone. The separation zone is
generally operated at an overhead pressure of about 100 to
about 600 torr, to provide a bottoms temperature in the reac-
tion zone ranging from about 120° C. to about 180° C. The
1,1,2,3-tetrachloropropene product continuously exits the
reaction zone through the separation zone, together with
hydrogen chloride. In some embodiments, the separation
zone keeps most of the unreacted 1,1,1,2,3-pentachloropro-
pane in the reaction zone, and allows most of the 1,1,2,3-
tetrachloropropene product to escape the reaction zone.

In the condensing zone, the vapor stream is generally
cooled, thus causing 1,1,2,3-tetrachloropropene, unreacted
1,1,1,2,3-pentachloropropane, and components such as car-
bon tetrachloride, 1,1,1,3-tetrachloropropane, and 1,1,3-
trichloropropane to condense. The uncondensed hydrogen
chloride can be further purified or sent elsewhere for disposal
or employment. In some embodiments, a portion of the con-
densate may be returned to the separation zone as reflux
liquid, and a portion may be removed as product. For
example, about 10% of the condensed 1,1,2,3-tetrachloropro-
pene may be removed as product. The product may optionally
be sent to a product purification system for further purifica-
tion.

In some embodiments, a product purification system pro-
duces purified 1,1,2,3-tetrachloropropene product suitable
for its intended application, and separates other components
of the reactive distillation column overhead stream. For
example, carbon tetrachloride, 1,1,3-trichloropropene, and/
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or 1,1,1,3-tetrachloropropane can be recovered in suitably
pure form, and either recycled into any of the aforementioned
chemical processes employing the particular compound, or
else sent to other employment.

By operating the reactive distillation system at sub-atmo-
spheric pressure, and thereby reduced temperature, tar and
polymer formation can be reduced. A continuous or periodic
purge can be taken from the reaction zone to maintain the
ferric chloride concentration in a range from about 1000 ppm
to about 20000 ppm by weight. This purge can also remove
the catalytically inactive iron-containing tars and polymers,
as well as catalyst poisons, if any are present. The purge thus
can be operated to maintain catalytic activity and to remove
high-boiling and non-boiling contaminants from the system.

Crude 1,1,2,3-tetrachloropropene product is generally
continuously removed from the separation zone overhead.
The continuous removal can reduce the quantity of 1,1,2,3-
tetrachloropropene in contact with the ferric chloride catalyst
in the reaction zone. While not being bound by theory, it is
believed this reduces the likelihood of the olefin reducing the
catalytically active ferric chloride to inactive ferrous chloride,
which can help preserve the catalyst life. The crude 1,1,2,3-
tetrachloropropene overhead product can be further distilled
in a conventional manner to remove any undesired lower and
higher boiling compounds.

FIG. 2 depicts an exemplary process for producing 1,1,2,
3-tetrachloropropene. 1,1,1,2,3-Pentachloropropane and fer-
ric chloride are fed into a reaction zone. The reaction zone is
maintained at a temperature and pressure such that at least a
portion of the reaction products move into the separation
and/or condensing zones. At least a portion of the hydrogen
chloride product is removed by exiting the condensing zone.
Atleast aportion of crude 1,1,2,3-tetrachloropropene product
is condensed in the condensing zone and subsequently
removed from the process.

FIG. 3 depicts a synergistic process for producing 1,1,2,3-
tetrachloropropene. 1,1,1,3-Tetrachloropropane, ferric chlo-
ride, and chlorine, and optionally carbon tetrachloride (not
shown), are fed into a reaction zone shown in the upper
portion of FIG. 3. The reaction is maintained at a temperature
such that at least a portion of the reaction products move into
the separation and/or condensing zones. At least a portion of
the hydrogen chloride product is removed by exiting the
condensing zone. The 1,1,1,2,3-pentachloropropane product
is removed from the reaction zone in a liquid effluent and
subsequently introduced into a second reaction zone shown in
the lower portion of FIG. 3. The second reaction zone is
maintained at a temperature such that at least a portion of the
reaction products move into the separation and/or condensing
zone. At least a portion of the hydrogen chloride product is
removed by exiting the condensing zone. At least a portion of
crude 1,1,2,3-tetrachloropropene product is condensed in the
condensing zone and subsequently removed from the pro-
cess.

FIG. 4 depicts an exemplary synergistic process for pro-
ducing 1,1,2,3-tetrachloropropene. Ethylene, iron metal, car-
bon tetrachloride, and trialkylphosphate are introduced into a
first reaction zone, shown near the top of FIG. 4. The liquid
reactor effluent passes into a first separation zone, which
separates the first reactor effluent into an overhead and a
bottoms stream. The bottoms stream, which contains catalyst
components, is partly returned to the first reaction zone and
partly purged. The overhead stream, which contains 1,1,1,3-
tetrachloropropane product and unreacted carbon tetrachlo-
ride, passes to a second reaction zone, shown near the center
of FIG. 4. Chlorine and ferric chloride catalyst are also intro-
duced into the second reaction zone, where 1,1,1,2,3-pen-
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tachloropropane and hydrogen chloride are produced. At
least some of the hydrogen chloride product is removed as a
gas via the overhead separation and condensing zones. At
least some of the 1,1,3-trichloropropene byproduct and the
carbon tetrachloride solvent, and other volatile organic mate-
rials, are condensed and returned to the reaction zone via the
separation and condensing zones. The liquid effluent from the
second reaction zone contains, at least, 1,1,1,2,3-pentachlo-
ropropane product and ferric chloride catalyst. This material
is transferred to a third reaction zone, shown near the bottom
of FIG. 4. In the third reaction zone, 1,1,1,2,3-pentachloro-
propane is catalytically dehydrochlorinated to produce 1,1,2,
3-tetrachloropropene and hydrogen chloride. Atleast some of
the 1,1,2,3-tetrachloropropene and hydrogen chloride prod-
ucts pass through the separation zone into the condensing
zone, wherein some of the 1,1,2,3-tetrachloropropene is con-
densed, and thereby separated from hydrogen chloride gas.
This partly purified hydrogen chloride gas is removed from
the condensing zone. The condensed 1,1,2,3-tetrachloropro-
pene product is partly returned to the separation zone as reflux
liquid, and partly removed as crude 1,1,2,3-tetrachloropro-
pene product liquid. The latter may be further purified by any
known means. A liquid purge stream is taken from the third
reaction zone. This stream contains ferric chloride catalyst,
unreacted 1,1,1,2,3-pentachloropropane, and high-boiling or
non-volatile byproducts.

EXAMPLES
Examples 1-4
Formation of 1,1,2,3-tetrachloropropene

The equipment used in examples 1-4 was a 20-tray, 25 mm
i.d. vacuum-jacketed Pyrex laboratory distillation column
equipped with a 1-liter bottoms flask and means for operation
at sub-atmospheric pressure. A pump continuously fed liquid
material directly into the bottoms flask. A swinging-bucket
type reflux head allowed controlled withdrawal of overhead
product. A separate pump removed liquid from the bottoms
flask periodically.

Table 1 shows the run conditions for examples 1-4. Over-
head formation rate ofthe 1,1,2,3-tetrachloropropene product
is shown in FIG. 1.

TABLE 1
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Example 1

The bottoms flask of the distillation column was charged
with a mixture of about 90 percent 1,1,1,2,3-pentachloropro-
pane, with about 10 percent other miscellaneous chlorocar-
bons. About 0.27 grams of solid anhydrous ferric chloride
was added to the liquid, with stirring, giving a bottoms ferric
chloride concentration of 1000 ppmw. The column pressure
was adjusted to 280 torr, and sufficient heat was applied to the
bottoms flask to reflux liquid in the column. A synthetic feed
comprised of 45 percent 1,1,1,2,3-pentachloropropane and
55 percent other miscellaneous chlorocarbons was fed con-
tinuously to the bottoms flask to give a liquid residence time
in the bottoms of approximately 4.5 hours. The synthetic feed
contained no ferric chloride. Liquid draw from the reflux head
was started simultaneously with the feed at a rate sufficient to
maintain the liquid level in the bottoms flask. The formation
rate of 1,1,2,3-tetrachloropropene, as measured by the over-
head liquid composition and collection rate, was less than
0.02 mole/hr, indicating very little dehydrochlorination of the
pentachloropropane occurred. The bottoms temperature over
the course of the test ranged from 159-160° C.

Example 2

The bottoms flask of a distillation column was charged
with a mixture of about 96 percent 1,1,1,2,3-pentachloropro-
pane, with about four percent other miscellaneous chlorocar-
bons. About 0.96 grams of solid anhydrous ferric chloride
was added to the liquid, with stirring, to give a bottoms ferric
chloride concentration of 2030 ppmw. The column pressure
was adjusted to 495 torr, and sufficient heat was applied to the
bottoms flask to reflux liquid in the column. A synthetic feed
comprised of 90.8 percent 1,1,1,2,3-pentachloropropane and
9.2 percent other miscellaneous chlorocarbons was fed con-
tinuously to the bottoms flask so as to give a liquid residence
time in the bottoms of approximately 7 hours. The feed con-
tained no ferric chloride. Liquid draw from the reflux head
was started simultaneously with the feed at a rate sufficient to
maintain the liquid level in the bottoms flask. The formation
rate of 1,1,2,3-tetrachloropropene, as measured by the over-
head liquid composition and collection rate, peaked at 0.49
mole/hr, at 5.7 hours run time, as shown in FIG. 5. The
formation rate then began to steadily fall to below 0.19 mole/

Conditions for Examples 1-4

Example number 1 2 3 4

overhead pressure torr 280 495 480 350

bottoms °C. 159-160  173-177 169-179 154-157

temperature

bottoms residence ~ hr 4.5 7 8 8

time

liquid feed source Synthetic ~ Synthetic  tetrachloropropane  tetrachloropropane
chlorination chlorination

liquid feed

composition

1,1,1,2,3- wt % 45.0 90.8 61.0 80.0

pentachloropropane

misc. chlorocarbons  wt % 55.0 9.2 39.0 20.0

FeCl, ppmw 0 0 0 280

solid FeCl; added g 0.27 0.96 0 0

reactor FeCly ppmw 1000 2030 148 2100

concentration

ppmw = parts per million by weight
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hrat 16 hours. The bottoms temperature over the course of the
test steadily increased from 173-177° C.

Example 3

A feed mixture containing 1,1,1,2,3-pentachloropropane
was prepared by liquid-phase chlorination of 1,1,1,3-tetra-
chloropropane in the presence of dissolved ferric chloride.
The unpurified chlorination product, containing approxi-
mately 80 percent 1,1,1,2,3-pentachloropropane, 20 percent
other miscellaneous chlorocarbons, and 150 ppmw ferric
chloride, was charged to the bottoms flask of the distillation
column. No additional solid ferric chloride was added to the
liquid. The column pressure was adjusted to 480 torr, and
sufficient heat was applied to the bottoms flask to reflux liquid
in the column. Then, a synthetic feed comprised of 61 percent
1,1,1,2,3-pentachloropropane and 39 percent other miscella-
neous chlorocarbons was fed continuously to the bottoms
flask so as to give a liquid residence time in the bottoms of
approximately 8 hours. The feed contained no ferric chloride.
Liquid draw from the reflux head was started simultaneously
with the feed at a rate sufficient to maintain the liquid level in
the bottoms flask. The formation rate of 1,1,2,3-tetrachloro-
propene, as measured by the overhead liquid composition and
collection rate, peaked at 0.24 mole/hr at 8.2 hours run time,
as shown in FIG. 5. The formation rate then rapidly fell to
below 0.03 mole/hr at 13 hours, indicating the dehydrochlo-
rination reaction had nearly stopped. The bottoms tempera-
ture over the course of the test steadily increased from 169-
179° C.

Example 4

A feed mixture containing primarily 1,1,1,2,3-pentachlo-
ropropane was prepared by liquid-phase chlorination of 1,1,
1,3-tetrachloropropane in the presence of dissolved ferric
chloride. The crude chlorination product, containing approxi-
mately percent 1,1,1,2,3-pentachloropropane, 20 percent
other miscellaneous chlorocarbons, and 280 ppmw ferric
chloride, was charged to the bottoms flask of the distillation
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column. No additional solid ferric chloride was added to the
liquid. The column pressure was adjusted to 350 torr, and
sufficient heat was applied to the bottoms flask to reflux liquid
in the column. The crude trichloropropene chlorination prod-
uct containing 80 percent 1,1,1,2,3-pentachloropropane, 20
percent other miscellaneous chlorocarbons, and 280 ppmw
ferric chloride was fed continuously to the bottoms flask so as
to give a liquid residence time of approximately 8 hours.
Liquid draw from the reflux head was started simultaneously
with the feed at a rate sufficient to maintain the liquid level in
the bottoms flask. Liquid was withdrawn from the bottoms
flask every 2-3 hours of operation. The volume of the liquid
withdrawn was about seven percent of the volume of material
fed over that same time period. The formation rate of 1,1,2,
3-tetrachloropropene, as measured by the overhead liquid
composition and collection rate, rose to over 0.40 mole/hr by
five hours run time, as shown in FIG. 5. The formation rate
remained between 0.4 and 0.55 moles/hr for over 70 hours of
operation, with no sign of decreasing. The bottoms tempera-
ture over the course of the test remained between 154-157° C.
Ferric chloride concentration in the bottoms rose to approxi-
mately 2100 ppmw by 40 hours of operation and remained
constant.

Examples 5-6
Semibatch 1,1,1,2,3-pentachloropropane Reactions
Example 5
No Carbon Tetrachloride

A mixture of 655 ppm ferric chloride in 99+% pure 1,1,1,
3-tetrachloropropane feedstock was heated and stirred in a
1-liter flask at 54-60 C for 6.22 hours, while 0.68 to 0.82
moles of chlorine per hour per kg of liquid feed was fed.
Hydrogen chloride exited the reactor continuously, via a
water cooled condenser, and then through a pressure control
valve. Reactor pressure was kept at about 5-7 psig. Samples of
liquid were taken from the reactor periodically, with the fol-
lowing results:

TABLE 2

Results of Example 5

time hr 0.00 1.30 2.35 3.50 4.50 6.22
sample no. 53202501 53302701 53302703 53302801 53302803 53302805
weight, total, postulated G 817 820 835 815 845 909
chlorine feed mol/hr/kg 0.68 0.75 0.82 0.79 0.74
temperature avg. C. 52.9 54.3 54.7 57.7 55.9
concentrations

FeCl, wt % 0.065 0.065 0.064 0.066 0.063 0.059
propene, 1,1,3- wt % 0.00 0.14 2.57 22.14 14.80 1.09
trichloro-

propane, 1,1,1,3- wt % 99.93 86.96 73.93 21.63 14.32 8.31
tetrachloro-

propene, 1,1,2,3- wt % 0.00 0.05 0.21 0.46 0.62 0.93
tetrachloro-

propane, 1,1,1,2,3- wt % 0.00 2.70 17.34 33.19 44.13 65.55
pentachloro-

total GC Components wt % 100.00 91.56 95.81 88.37 82.88 86.72
useful product mol/kg 5.49 4.92 5.05 4.27 3.88 3.61
yield, on 1,1,1,3-

tetrachloropropane

propane, 1,1,1,2,3- % 2.3 14.9 27.9 38.4 61.4
pentachloro-

useful product % 89.9 94.0 77.5 73.0 73.2
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In this and the following tables, “useful product” refers to
the sum of 1,1,1,2,3-pentachloropropane, 1,1,2,3-tetrachlo-
ropropene, and 1,1,3-trichloropropene. The yields are calcu-
lated on 1,1,1,3-tetrachloropropane fed. “GC” refers to Gas
Chromatographic analyses of the indicated liquid samples.

An important observation on this table is that the “useful
product” declined after the sample at 2.35 hour from 94%
yieldon1,1,1,3-tetrachloropropane fed to 73%. Likewise, the
total GC components declined from 96% at 2.35 hours to 87%
atthe end of 6.2 hours. The GC showed increasing amounts of
components that, judging by the retention times, boil consid-
erably higher than 1,1,1,2,3-pentachloropropane. For
example, the last sample, no. 53302805, contained twenty-
three components with retention times longer than 1,1,1,2,3-
pentachloropropane, totaling 8.7 area % on the sample. Thus,
high boilers were being produced at undesirably high rates.

Example 6
With Carbon Tetrachloride in Feed

A mixture of 51.6 wt % carbon tetrachloride and 48.3 wt %
1,1,1,3-tetrachloropropane was stirred and heated with 608
ppm ferric chloride. This experiment ran for 4.75 hours, feed-
ing 0.59 to 0.73 moles of chlorine per hour per kg of liquid
feed, keeping the temperature around 53-55 C.

20
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Examples 7-10

Continuous 1,1,1,2,3-pentachloropropane Reactions
Example 7

The equipment shown in FIG. 6 was employed.

For this experiment (trial number 53315304) the feed mix-
ture was produced in a pilot plant unit. The pilot plant unit
reacted carbon tetrachloride and ethylene in a 10-gallon
stirred vessel, in the presence of ferric chloride, iron metal,
and tributylphosphate. The reactor effluent was distilled to
separate 1,1,1,3-tetrachloropropane and lower boiling mate-
rials (the overhead fraction) from higher boiling materials,
including iron and phosphorus compounds. The overhead
fraction (sample number 53313710) contained 13.6 wt %
carbon tetrachloride, 84.8 wt % 1,1,1,3-tetrachloropropane,
0.23 wt % chloroform, 0.08 wt % 1-chlorobutane, 0.17 wt %
perchloroethylene, and 1.1 wt % other volatile materials. It
was a clear colorless liquid.

Some of this overhead fraction was placed in D1, shown in
FIG. 6. This material was fed into the reactor, via the pump
P1, at 200 grams per hour. Ferric chloride solid was periodi-
cally weighed into D2, which was made of 4" OD polytet-
rafluoroethylene tubing. About 0.3 gram ferric chloride was
added to the reactor every two hours of operation. The aver-
age ferric chloride concentration in the reactor liquid was 740

TABLE 3

Results of Example 6

Time hr 0.00 1.25 2.00 295 3.90 4.75
sample no. 53303101 53304401 53304403 53304405 53304501 53304504
weight, total, postulated g 893 903 914 938 965 965
chlorine feed mol/hr/kg 0.62 0.73 0.71 0.69 0.59
temperature avg. C. 53.3 54.3 54.6 54.7 52.9
Pressure psig 5.7 55 5.1 5.0 5.7
Concentrations

FeCly wt % 0.061 0.060 0.059 0.058 0.056 0.056
carbon tetrachloride wt % 51.63 49.82 48.83 47.01 44.77 43.69
propene, 1,1,3- wt % 0.09 5.38 4.93 0.04 0.03
trichloro-

propane, 1,1,1,3- wt % 48.31 41.41 22.27 6.97 2.44 1.22
tetrachloro-

propene, 1,1,2,3- wt % 0.10 0.35 0.66 0.65 0.07
tetrachloro-

propane, 1,1,1,2,3- wt % 7.51 23.35 37.81 4735 47.00
pentachloro-

total GC components wt % 100.00 99.41 101.03 100.17 98.11 95.20
useful product mol/kg 2.66 2.63 2.69 2.51 2.36 2.25
yield, on 1,1,1,3-

tetrachloropropane fed

propane, 1,1,1,2,3- % 13.2 41.6 69.1 89.1 88.4
pentachloro-

useful product % 100.4 103.9 99.1 96.2 914

In this case, total “useful product” declined from 99% yield
on 1,1,1,3-tetrachloropropane fed at 2.95 hours, to 91% yield
at4.75 hours. The last sample, 53304504, contained ten com-
ponents that eluted after 1,1,1,2,3-pentachloropropane on the
GC, totaling 2.7 area %. The peak yield of 1,1,1,2,3-pen-
tachloropropane was 89%, at 3.9 hours. Comparison of
Example 6 with Example 5 shows an improvement in results
caused by the presence of carbon tetrachloride in the feeds.

60

65

ppm by weight. Chlorine was fed via a 0.125" OD polytet-
rafluoroethylene tubing, which extended below the surface of
the liquid. The chlorine to 1,1,1,3-tetrachloropropane feed
ratio was 1.00 mol/mol. The reactor liquid was stirred at about
110 rpm. Reactor liquid temperature was maintained at about
77 C, and pressure was kept at 10 psig. Reactor liquid volume
was about 1.05 liters, and the estimated liquid effluent flow
rate was 0.155 liters per hour, so that the estimated turnover
time was 6.8 hours. Chlorine and hydrogen chloride flow
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rates in the vent stream were measured via timed samples
caught in potassium iodide solution. At the end of 15.0 hours
operation (about 2.0 liquid turnovers), a sample of the liquid
reactor effluent was analyzed by gas chromatography.
Chlorine conversion was 99%; 1,1,1,3-tetrachloropropane
conversion was 99%. The yields of 1,1,3-trichloropropene,
1,1,1,2,3-pentachloropropane, and 1,1,2,3-tetrachloropro-
pene on 1,1,1,3-tetrachloropropane fed were 2.0, 85, and 5.8
percent, respectively. The total yield of four prominent high-
boiling byproducts was 3.3 wt % in the reactor effluent. These
byproducts are believed to be hexachloropropane, two pen-
tachlorohexene isomers, and hexachlorohexadiene.

Example 8

The feedstock (sample 53311408) for this example (trial
53313101) was produced by the same pilot plant unit as
before, in the same manner. It contained 15.69 wt % carbon
tetrachloride, 82.76 wt % 1,1,1,3-tetrachloropropane, 0.18 wt
% chloroform, 0.03 wt % 1-chlorobutane, 0.31 wt % perchlo-
roethylene, and 1.0 wt % other volatile materials. The experi-
ment was performed like Example 7, except for the following
changes. Reactor temperature was kept at 82 C; liquid turn-
over time was 7.3 hours; ferric chloride average concentration
was 550 ppm; total run time was 2.1 turnovers.

Chlorine conversion was 99%; 1,1,1,3-tetrachloropropane
conversion was 99%. The yields of 1,1,3-trichloropropene,
1,1,1,2,3-pentachloropropane, and 1,1,2,3-tetrachloropro-
pene on 1,1,1,3-tetrachloropropane fed were 3.4, 82.9, and
8.1 percent, respectively. The yield of the same fourundesired
prominent high-boiling byproducts was 4.2 wt % in the reac-
tor effluent.

Example 9

The starting material for this example (trial 53315701) was
produced by the same pilot plant unit as before, in the same
way. However, the carbon tetrachloride was then separated
from the 1,1,1,3-tetrachloropropane by distillation, produc-
ing sample 53315501. The latter material contained 0.06 wt
% carbon tetrachloride, 0.21 wt % 1,1,3-trichloropropene,
0.041 wt % perchloroethylene, 99.60 wt % 1,1,1,3-tetrachlo-
ropropane, and 0.09 wt % other volatile components. This
material was placed in D1 and fed to the reactor. The experi-
ment was performed like Example 8, except for the difference
in the feedstock. Reactor temperature was kept at 82 C; liquid
turnover time was 7.3 hours; ferric chloride average concen-
tration was 510 ppm; total run time was 2.1 turnovers.

Chlorine conversion was 97%; 1,1,1,3-tetrachloropropane
conversion was 99%. The yields of 1,1,3-trichloropropene,
1,1,1,2,3-pentachloropropane, and 1,1,2,3-tetrachloropro-
pene on 1,1,1,3-tetrachloropropane fed were 3.7, 76.7, and
7.6 percent, respectively. The yield of the usual four undes-
ired prominent high-boiling byproducts was 6.3 wt % in the
reactor effluent. Comparison of this experiment with
Example 8 shows a significant advantage for the feedstock
containing 15.7 wt % carbon tetrachloride.

Example 10

The liquid feedstock (sample 53315312) for this example
(trial 53317907) was produced by the same pilot plant unit as
in Example 7. It contained 22.46 wt % carbon tetrachloride,
76.09 wt % 1,1,1,3-tetrachloropropane, 0.23 wt % chloro-
form, 0.09 wt % 1-chlorobutane, 0.13 wt % perchloroethyl-
ene, and 1.0 wt % other volatile materials. The experiment
was conducted at higher temperature, with less ferric chloride
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catalyst, relative to Example 7. Reactor temperature was kept
at 92 C; liquid turnover time was 7.2 hours; ferric chloride
average concentration was 180 ppm; total run time was 2.0
turnovers. Reactor pressure was 9-10 psig, as usual.

Chlorine conversion was 98%; 1,1,1,3-tetrachloropropane
conversion was 97%. The yields of 1,1,3-trichloropropene,
1,1,1,2,3-pentachloropropane, and 1,1,2,3-tetrachloropro-
pene on 1,1,1,3-tetrachloropropane fed were 2.7, 85, and 5.7
percent, respectively. The yield of the usual four undesired
prominent high-boiling byproducts was 2.2 wt % in the reac-
tor effluent.

All references cited herein are hereby incorporated by ref-
erence in their entireties. A number of embodiments of the
invention have been described. Nevertheless, it will be under-
stood that various modifications may be made without depart-
ing from the spirit and scope of the invention. Accordingly,
other embodiments are within the scope of the following
claims.

What is claimed is:

1. A process for producing 1,1,1,2,3-pentachloropropane,
the process comprising:

i. charging 1,1,1,3-tetrachloropropane to a reaction vessel,
where said step of charging 1,1,1,3-tetrachloropropane
may include simultaneously charging carbon tetrachlo-
ride to the reaction vessel;

ii. charging chlorine to the reaction vessel; and

iii. catalyzing within the reaction vessel at least two reac-
tions, where a first reaction includes the dehydrochlori-
nation of 1,1,1,3-tetrachloropropane to an intermediate
trichloropropene, and where a second reaction includes
an addition reaction between the intermediate trichloro-
propene and chlorine to produce the 1,1,1,2,3-pen-
tachloropropane, where said process is devoid of any
intermediate isolation or purification of the intermediate
trichloropropene within the reaction vessel, and where
said step of catalyzing dehydrochlorinates the 1,1,1,3-
tetrachloropropane to intermediate trichloropropene
and adds chlorine to the intermediate trichloropropene at
a rate sufficient to provide a weight ratio of 1,1,1,2,3-
pentachloropropane to intermediate trichloropropene of
at least 1.5:1.

2. The process of claim 1, where said step of catalyzing
dehydrochlorinates the 1,1,1,3-tetrachloropropane to inter-
mediate trichloropropene and adds chlorine to the intermedi-
ate trichloropropene at a rate sufficient to provide a weight
ratio of 1,1,1,2,3-pentachloropropane to intermediate trichlo-
ropropene of at least 2:1.

3. The process of claim 1, where said step of catalyzing
dehydrochlorinates the 1,1,1,3-tetrachloropropane to inter-
mediate trichloropropene and adds chlorine to the intermedi-
ate trichloropropene at a rate sufficient to provide a weight
ratio of 1,1,1,2,3-pentachloropropane to intermediate trichlo-
ropropene of at least 5:1.

4. The process of claim 1, where said step of catalyzing
dehydrochlorinates the 1,1,1,3-tetrachloropropane to inter-
mediate trichloropropene and adds chlorine to the intermedi-
ate trichloropropene at a rate sufficient to provide a weight
ratio of 1,1,1,2,3-pentachloropropane to intermediate trichlo-
ropropene of at least 1,000:1.

5. The process of claim 1, where said step of catalyzing
dehydrochlorinates the 1,1,1,3-tetrachloropropane to inter-
mediate trichloropropene and adds chlorine to the intermedi-
ate trichloropropene at a rate sufficient to provide a weight
ratio of 1,1,1,2,3-pentachloropropane to intermediate trichlo-
ropropene of at least 5,000:1.

6. The process of claim 1, where the intermediate trichlo-
ropropene is 1,1,3-trichloropropene.
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7. The process of claim 1, where the process is a semi-batch
process.

8. The process of claim 1, where the process is a continuous
process.

9. The process of claim 1, where said step of catalyzing
includes charging a Lewis acid catalyst to the reactor.

10. The process of claim 1, where said step of charging
1,1,1,3-tetrachloropropane to the reaction vessel includes the
simultaneous charging of carbon tetrachloride in amounts up
to 50 weight percent of the charge.

11. A process for producing 1,1,1,2,3-pentachloropropane,
the process comprising:

i. dehydrochlorinating 1,1,1,3-tetrachloropropane to form
an intermediate trichloropropene, and reacting the inter-
mediate trichloropropene with chlorine to produce 1,1,
1,2,3-pentachloropropane, where said step of dehydro-
chlorinating the 1,1,1,3-tetrachloropropane and said
step of reacting the intermediate trichloropropene with
chlorine takes place within a single vessel and are cata-
lyzed by a single catalyst, and where the process is
devoid of any step of isolating or purifying the interme-
diate trichloropropene within the reaction vessel.

12. The process of claim 11, where said step of dehydro-

chlorinating the 1,1,1,3-tetrachloropropane and said step of
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reacting the intermediate trichloropropene with chlorine
takes place in the presence of carbon tetrachloride.

13. The process of claim 11, where the reaction vessel
includes a weight ratio of 1,1,1,2,3-pentachloropropane to
intermediate trichloropropene of at least 1.5:1.

14. The process of claim 11, where the reaction vessel
includes a weight ratio of 1,1,1,2,3-pentachloropropane to
intermediate trichloropropene of at least 5:1.

15. The process of claim 11, where the reaction vessel
includes a weight ratio of 1,1,1,2,3-pentachloropropane to
intermediate trichloropropene of at least 1,000:1.

16. The process of claim 11, where the reaction vessel
includes a weight ratio of 1,1,1,2,3-pentachloropropane to
intermediate trichloropropene of at least 5,000:1.

17. The process of claim 11, where said catalyst is a Lewis
acid catalyst.

18. The process of claim 11, where said step of dehydro-
chlorinating the 1,1,1,3-tetrachloropropane and said step of
reacting the 1,1,3-trichloropropene with chlorine takes place
in the presence of less than 1,000 ppm by weight of water,
trialkylphosphate, alcohol, or other materials that may bind
with or deactivate the catalyst.

19. The process of claim 11, where the intermediate
trichloropropene is 1,1,3-trichloropropene.
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